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The Virginia Pilot Association is pleascd to eubmit the foflowhg comments m responae 10 the above 
mentioned PARS. 

Northeast Approach 

The northemt inbound sealane bas shoaled to 28' MLW. The outbound lane has shoaled to 33 'WW.  
This channel should be maintained to 35' MLW. The channel may be redirected further south to avoid 
Nautilus Shoal and be placed in.such a poeitirrn that would offur 35' depths without dredging. 

Chegrpeske Light Tower 

Chesapeake Light Tower ahould be mainrained for several reasom. It iS an early visual reference for 
inbound voffic and is important for safe navigation. ln addition, it provides a phlform for critical real-time 
weather data and has potential for security control issues in h a  future. 

Southeastern approach 

A complalo review of the southeaatem approach may need to be made for the following masons. With 
the exception ofU.S. Naval vessele, the channel hay been primarily used by outbound coal ships. 
However, rhe expos coal mtrrket in the Unitad States has dropped by nearly 80% ova  the past four years 
and iu not anticipnted to rebound in the near f'bture. Conaequently, the gated channel (buoys 1 and 2 to 15 
and 16) is seldom used by commercid vessels. All inbound and outbound traffic actually transits outside 
the gated channel. Thus, the deopest water is not being utilized by the majority of va98e18, and in fact, 
diverts inbound vessels cloeer to the northem shoals off buoys 9 and 10. 

With the larger class of container vessels projected to bansit the entrance to the Chesapeake Bay in the 
future, considerntion Yhould be given to the safest channel configuration for two way trafiic. It may be 
time to consider placing buoys one mile apart down the cantarline of the channel and doing away with the 
gatad channel. 


